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GLOBE AT A GLANCE

The Green500 provides a ranking of the most energy-e�cient supercomputers in the world. For 
decades, supercomputer performance has been synonymous with speed as measured in �oating-
point operations per second. This particular focus has led to supercomputers that consume 
enormous amounts of power and require complex cooling facilities to operate. The rising cost 
of power consumption has caused an extraordinary increase in the total cost of ownership 
of a supercomputer. (See “Doing more with less: Cooling supercomputers with oil pays o�” 

The Green500 top 10 supercomputers 

Specs: Cray Appro GreenBlade GB824M, 

Xeon E5-2670 8C 2.6 GHz, In�ni-

band FDR, Intel Xeon Phi 5110P

Country: US

Site: National Institute for Computa-

tional Sciences

Cores: 9,216

M�ops/W 2,449.57

Power (kW): 45.11

TOP500 Rank: 397

Specs:3 Beacon Specs: IBM BlueGene/Q, Power BQC 

16C 1.6 GHz, Custom

Country: US

Site: IBM Thomas J. Watson 

Research Center

Cores: 16,384

M�ops/W 2,299.15

Power (kW): 82.19

TOP500 Rank: 169

Specs: IBM Blue

16C 1 6 G

5  Blue Gene/Q

Specs: IBM BlueGene/Q, Power 

BQC 16C 1.6 GHz, Custom 

Interconnect

Country: US

Site: Argonne National Laboratory

Cores: 16,384

M�ops/W 2,299.15

Power (kW): 82.19

TOP500 Rank: 167

Specs:
6 Cetus

Specs: IBM BlueGene/Q, Power BQC 

16C 1.6 GHz, Custom

Country: US

Site: University of Rochester

Cores: 16,384

M�ops/W 2,299.15

Power (kW): 82.19

TOP500 Rank: 171

SpSpecs: IBM BlueGene/
10 Blue Gene/QSpecs: IBM BlueGene/Q, Power BQC 16C 

1.6 GHz, Custom

Country: US

Site: Argonne National Laboratory

Cores: 16,384

M�ops/W 2,299.15

Power (kW): 82.19

TOP500 Rank: 166

Specs:9 Vesta
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Specs: IBM BlueGene/Q, Power 

BQC 16C 1.6 GHz, Custom 

Interconnect

Country: Switzerland

Site: Ecole Polytechnique 

Federale de Lausanne

Cores: 16,384

M�ops/W 2,299.15

Power (kW): 82.19

TOP500 Rank: 168

Specs: IBM BlueG

BQC 16C 1

7 CADMOS BG/Q

Specs: Eurotech Aurora HPC 10-20, 

Xeon E5-2687 W 8C 3.1 GHz, 

In�niband QDR, NVIDIA K20

Country: Italy

Site: Cineca

Cores: 2,688

M�ops/W 3,208.83

Power (kW): 30.70

TOP500 Rank: 467

Specs:1Eurora

Specs: IBM BlueGene/Q, Power 

BQC 16C 1.6 GHz, Custom 

Interconnect

Country: Poland

Site: Interdisciplinary Centre for 

Mathematical and Computa-

tional Modelling

Cores: 16,384

M�ops/W 2,299.15

Power (kW): 82.19

TOP500 Rank: 170

Specs: IBM Blu

BQC 16C

8 Blue Gene/Q

Specs: Eurotech Aurora HPC 10-20, 

Xeon E5-2687 W 8C 3.1 GHz, 

In�niband QDR, NVIDIA K20

Country: Italy

Site: Selex ES Chieti

Cores: 2,688

M�ops/W 3,179.88

Power (kW): 31.02

TOP500 Rank: —

Specs: Eurotech

Xeon E5

2 Aurora Tigon

HPC 10 20 Specs: Adtech, ASUS ESC4000/FDR 

G2, Xeon E5-2650 8C 2.0 GHz, 

In�niband FDR, AMD FirePro 

S10000

Country: Saudi Arabia

Site: King Abdulaziz City for Science 

and Technology

Cores: 38,400

M�ops/W 2,351.10

Power (kW): 179.20

TOP500 Rank: 52

Specs:4 SANAM

for additional information on supercomputers and power consumption.) In order to increase 
awareness and use of supercomputer performance metrics based on e�ciency and reliability, the 
Green500 list puts a premium on energy-e�cient performance for sustainable supercomputing.  
The following ranking is from June 2013; the list in its entirety as well as information about the 
measurement methodology is available at www.green500.org.

LEGEND

M�ops/W Mega (i.e., million) �oating-point 

operations per second per watt

kW Kilowatts (i.e., thousand watts)


